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Product Data Sheet 

Fire-Rated & Fully Insulated Steel Doorset

Complied with Hong Kong Code of

Practice for Fire Safety in Building 2011

Tested by RED Hong Kong Accredited

Laboratory (HOKLAS)

FRR  (- / 60 / 60)

Smoke Control

Sound-Proof

Wind-Proof

Wicket Door

Vision Panel / Louver     

Various Ironmongeries

Applicable

P R O D U C T  D E S C R I P T I O N

(0.5 - 1.5 KPA)

E A C H  D O O R  L E A F  S I Z E    
( U N L A T C H ,  U N L O C K E D ,  U N B O L T E D )

Max (W)  1570mm
Max (H)   3220mm
Max Area   4.58m²

Single  /  Double-Leaf Config.

E A C H  D O O R  L E A F  S I Z E    
( L A T C H E D ,  L O C K E D ,  B O L T E D )

Max (W)  1610mm
Max (H)   3450mm
Max Area   5.04m²

Single  /  Double-Leaf Config.

Version1.2  

Max (W)  736mm
Max (H)   2116mm
Max Area   1.42m²

Max (W)  1610mm
Max (H)   3450mm
Max Area   5.04m²

W I C K E T  D O O R  L E A F M O T H E R  L E A V E S

S T E E L  D O O R S E T S  W I T H  W I C K E T  D O O R
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Product Data Sheet 

Fire-Rated & Fully Insulated Steel Doorset

Complied with Hong Kong Code of

Practice for Fire Safety in Building 2011

Tested by RED Hong Kong Accredited

Laboratory (HOKLAS)

FRR  (- / 120 / 120)

Smoke Control

Sound-Proof

Wind-Proof

Single / Double Acting

Wicket Door / Vision Panel

Various Ironmongeries

Applicable

P R O D U C T  D E S C R I P T I O N

(0.5 - 1.5 KPA)

E A C H  D O O R  L E A F  S I Z E    
( U N L A T C H ,  U N L O C K E D ,  U N B O L T E D )

Max (W)  1570mm
Max (H)   3220mm
Max Area   4.58m²

Single  /  Double-Leaf Config.

E A C H  D O O R  L E A F  S I Z E    
( L A T C H E D ,  L O C K E D ,  B O L T E D )

Max (W)  1610mm
Max (H)   3450mm
Max Area   5.04m²

Single  /  Double-Leaf Config.

Version1.2  

Max (W)  736mm
Max (H)   2116mm
Max Area   1.42m²

Max (W)  1610mm
Max (H)   3450mm
Max Area   5.04m²

W I C K E T  D O O R  L E A F M O T H E R  L E A V E S

S T E E L  D O O R S E T S  W I T H  W I C K E T  D O O R

RR-FS120G
BS EN 1634-1 & 1634-3

Ref : R19G22-1A_Issue 1



Each Door Leaf / Panel Size  (Unlatch, Unlocked, Unbolted)

Max (W) 1150mm
Max (H) 2357mm
Max Area 2.88m²

Each Door Leaf / Panel Size  (Latched, Locked, Bolted)

Max (W) 1418mm
Max (H) 3170mm
Max Area 4.59m²

Product Description

RR-FS240G
BS EN 1634-1 & 1634-3

Fire-Rated & Fully Insulated Steel Doorset

Single / Double / Unequal Door Leaf

RR-FS240G is a fire-rated & fully insulated steel doorset
model which 240 minutes fire resistance and smoke
control test has been conducted in accordance with BS
EN 1634-1 and BS EN 1634-3. 

The approved model can be designed in equal-width or
unequal-width double leaf configuration. The door
thickness can be varied from 82mm to 90mm. It can be
fitted with transom panel of suggested thickness.

FRR  (- / 240 / 240)

Smoke Control

Sound-Proof     

Wind-Proof   (0.5 - 1.5 KPA)

*Available on request*

*Available on request*
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Core Material
Door Leaf & Frame  :  Metal

(G.M.S./Steel Hollow Sections)
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S P E C I F I C A T I O N

C O R E  M A T E R I A L

V I S I O N  P A N E L  S I Z E

C L A D D I N G

Up to (W) 460mm (H) 1771mm ; Area 0.74m² 

Veneer, Stainless Steel, Mirror, Plastic Laminate, 
Aluminium, G.M.S., Glass, Travertine Stone

Metal (G.M.S./Steel Hollow Sections) (Door Leaf & Frame)

D O O R  T H I C K N E S S 62mm (Min.)

V I S I O N  G L A Z I N G  B E A D  D E T A I L S

D O O R  F R A M E  F I X I N G  M E T H O D S

D O O R  F R A M E  T Y P E

( D O U B L E  /  U N E Q U A L  D O U B L E  L E A F )
M E E T I N G  E D G E

C O N S T R U C T I O N  D E T A I L S
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RR-FS120G
BS EN 1634-1 & 1634-3
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